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TexHuueckue gaHHBIE
Technical data
"eHepaTopbI OrHETYLLALLEr0o a3po30ssi ONepaTUBHOrO NpuMeHeHust Tuna TOP /
Portable fire extinguishing aerosol generators, type TOP
XapaktepucTuku / Data Tun s Type
1700MP(OI) 2800MP(0OMM) 3500MP(OI)
Macca reHepatopa ¢ y3nom 3anycka, kr 35102 5 3402 5.8 02
Weight of aerosol generator with starting unit, kg ’ ’ ’
Macca 3apsiga asposons, Kr +0,01 40,02 +0,03
Weight of aerosol charge, kg 1l 2.8 3.5
Bpewms 3agepxku nycka, ¢ 7.0 %25
Starting delay, sec ’
Bpewmsi nogaymn asposons — He 6onee, ¢ (npu Temnepatype +20°C) 14,5420 18 225 23 435
Time of operation, - not more, s (at temperature +20°C) '
PacctosaHus (no ocx a3po3onbHOi CTPyM) OT MecTa ee Bbixoaa U3
reHeparopa [0 rpaHuLbl TENNOBOW 30HbLI C TEMMepaTypoit, M:
The distance (along aerosol jet) from its exit out of the generator to
the end of thermal zone, m:
- ¢c TemnepaTtypoit / with temperature +200°C 0,28
- ¢ TemnepaTtyponi / with temperature +75°C 0,75
MpoekTHas NoTHOCTb NPUMeHeHNs, r/m3 47
Design application density, g/m3
KoadpdpmumeHT adpcbekTnBHOCTU, % 100
The efficiency coefficient, %
Y3en 3anycka BCTPOEHHbI Py4YHOM
Starting unit built-in manual type

Texanueckass DOKyMEHTAINS U AaTa ee 0100peHusi POCCHIACKMM MOPCKUM PETHCTPOM CYIOXOACTBA
Technical documentation and the date of its approval by Russian Maritime Register of Shipping

TY4854-024-6929785-2016(u3m.2) u 0pyzas mexnuueckas 00Kymenmayus 0006penvt nucomamu PC:
No.120-381-02-133651 om 21.06.2023 u No.120-381-02-163349 om 31.07.2023.

TY4854-024-6929785-2016(rev.2) and the other technical documentation were approved by RS letters:
No.120-381-02-133651 of 21.06.2023 and No.120-381-02-163349 of 31.07.2023.

OO6pasen U3IeyUs UCIBITAH MOJ TEXHUYECKMM HaOrOJeHHeM PoCCHIiCKOr0 MOPCKOTO PErucTpa CyIOXOJCTBA.
Product’s specimen has been tested under the technical supervision of Russian Maritime Register of Shipping.
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OO0J1acTh NIPUMEHEHUS U OT pAHHYCHUSI

Application and limitations
Tenepamopot npednasnauenvt 01 mMyueHUsI NOHAPOE 8 cy008bIx nomeweHusx 06vemom 0o 200 m*> 83amen cmauUoHAPHOIl cucmemot

a3po301vH020 myuteHus yKasannoii 6 2. 3.11 4. VI "TIIpasun knaccugduxauuu u nocmpoiixy Mopcxux cy008" 0ns cy0os He
cosepuLaousux MesNcOyHAPOOHbLE Pelicol U Cy008 COBePUAIOUUX MeNOYHAPOOHDLe Pelichl, HO He nodnadaiouux nod deticmeue MK
COJTAC-74/78. IIpu amom sawuaemvie nOMEULEHUA 00THCHBL 060PY006aMbCA CUCIEMOLL 0N06eUeHUS 0 nycke coenacHo 2. 4.3 4. VI
"MIpasun knaccuduxauuu u nocmpotiku mopckux cyoos”. I'enepamopuvt 00n#cHbL NPUMEHAMBCA 6 COOMBEMCMEUN ¢ UHCIPYKUUetl 1o
axcnnyamauuu. / Portable generators are intended to extinguish fire in ship's spaces up to 200 m? instead of a fixed aerosol
fire-extinguishing system specified in Ch.3.11 part VI of the "Rules for the classification and construction of sea-going ships" for ships not
engaged on international voyages and ships engaged on international voyages for which SOLAS-74/78 do not apply. Wherein the
protected spaces must be equipped with fire warning system according to Ch. 4.3 part VI of the "Rules for the classification and

cﬁnstructian of sea-going ships". Portable generators shall be used in compliance with Operation Manual.
U TOKYMEHTA, BbIJABAEMOIrO Ha U3JEJINE

Type of document issued for product

- C - Ceudemenvcmso (. 6.5.30) / Certificate (f. 6.5.30) /unu/or

- C3 - Ceudemenvcmeo (¢. 6.5.31) npu nanuuuu Céudemenvcmea o coomeemcmeu cucmemol KOHmpons kavecmea uszomosumens (CKK 1) unu CO/
Certificate (f. 6.5.31), if Manufacturer's Quality Control System Certificate (CKK 1) or Agreement on Survey is available /unu/or

- MC - Toxymenm, opopmnsemotii uszomosumenem npu naauquu Ceud bCN6a o C MBUL CUCHEeMbl KOHMPOTLT KAeCIEa U320MOBUMENT
(CKK 2) / The document drawn up by the Manufacturer, if Manufacturer's Quality Control System Certificate (CKK 2) is available.
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